The Best way to Paint, Flag and Profit... Guaranteed!

=FLAGSHOOTER.

Straight Flags are in bundles of 100 individual flags
for conventional (by hand) flag insertion methods.

MATERIALS OF CONSTRUCTION

The flag staff is 0.066 in. diameter and is made with
bright basic steel wire. The flag banner is a long lasting
low density polyethylene that is digitally printed with

a U.V. cured ink and attached to the stem without glue.
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STRAIGHT FLAGS

FLAG - SPECIFICATIONS

FLAG PRINTED AREA
Height: 5” Height: 4”
Length: 6” Length: 5”

WIRE - SPECIFICATIONS
WIRE - 23” WIRE - 33”

Length: 23 %"
Diameter: 0.066”

CHOOSE YOUR COLOR

Length: 33 2"
Diameter: 0.066”

B Blue - (0] Orange
C Clear P Purple
GL Glow Lime R R [
GP Glow Pink W White
G Green - Y Yellow

PART DESCRIPTION

P if Printed
Blank if Plain

Length of Flag Color of Flag Letter(s)
23" or 33" given above
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3” FLAGS ‘
3 | | 1000 Flags/10 Bundles | 1000 Flags/10 Bundles = 4 .
Length: 27" Length: 35” -
- Width: 77 Width: 7 LN

Helght 4”
Weight: 29 Ibs.

Height: 4”
Weight: 39 Ibs.
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